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30 Amp Inlet & Connector  



SmartPlug Products – SAFE / SIMPLE / SECURE 

SAFE • Eliminates Overheating & Pin Misalignment 

• 30 Amp boat side inlet includes a thermostat that shuts off power to the boat when 
temperature reaches 200 degrees Fahrenheit – automatically resets and restores 
power when it cools down to approx. 120 degrees 

SIMPLE • Easy to use – Asymmetrical design makes connecting to shore power easy even at 
night and in foul weather  

SECURE • Multi-Point Locking System – Eliminates all stress & weight from movement of cable 
from the pins 

• Creates a rock solid connection of the plug body and the boat side inlet 

• No Twist Action Required – Eliminates the twist lock action & the need for a threaded 
locking ring  

 



Increased Electrical Contact Area = Superior Performance 
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Superior Performance – Eliminates Over Heating 



National Marine Manufacturer Association 2013 Innovation Award  

*NMMA Innovation Awards honor manufacturers and suppliers who bring to market new and innovative 
products for the boating industry. NMMA awards are judged by Boating Writers International. 

50-amp Inlet & Connector 

“The SmartPlug solves a longstanding problem which, over the years, has caused 
numerous fires and cost millions of dollars in damage,” Charlie Doane, NMMA 
Judge and cruising editor for Sail magazine said. “They have demonstrated great 
persistence in overcoming regulatory hurdles and industry intransigence.” 

Awards  



30 Amp Inlet & Connector Features 



30 Amp Inlet & Connector – Cut Away View 



50 Amp - Stainless Steel Inlet Cover & Plug Cover  



50 Amp – Inlet & Connector 



50 Amp – Retail Packaging 



50 Amp Connector Assembly  



50 Amp – Inlet Assembly 



SmartPlug Installations 



Fire/Rescue Installations 


